A12 DATA SHEET

THE SLEEK SPLIT SYSTEM FOR NOISELESS AIR CONDITIONING
This one-of-a-kind wall mounted indoor unit is one step closer to becoming part of the décor. The unit comprises casing made entirely from premium ABS, which can have a polished
finished, with three types of panels to choose from to adapt it to suit the space in which it
will be installed.

A

AWIA S12 DC

lock + magnet
A12 features a panel with a quick Lock & Magnet hook that facilitates all maintenance
operations and cleaning of the filter and the panel itself, in the safest and easiest possible
way. Simply attach the panel to the upper hatch and the magnets will hold the panel
firmly in place.

84 mm

concealed installation
A12 was designed to obtain a high level of energy efficiency and has one unique feature
that sets it apart: it can be installed as a built-in unit using the kit provided.
A12 is also easy to install because the refrigerant pipe can be connected either to the
horizontal compartment or to the right side; the bilateral condensation discharge pipe and
the fact that the unit can be fitted at less than two metres in height (using the protection
grille) adds to the flexibility of this high-quality unit.

special TIO2titanium dioxide air filter
A12 is equipped with a photocatalytic filter which can eradicate the bacterial load in
the air and prevent virus activity thanks to the titanium dioxide oxidation process, which
is triggered by completely concealed, special UV LEDs that are fully compliant with EU
standards. It also effectively reduces dust and dirt particles and helps to prevent unpleasant
odours.

Organic compounds,
odours, bacterial,
viruses, etc.
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WENGÈ

OAK

WHITE

DIRECT-EXPANSION INDOOR UNIT

The Oak and Wengé panels are made from phenolic plywood, whilst the white panel is made from
water-repellent wood fibre, making it completely immune to warping and condensation formation.

INFRARED+WIRED

wired option already included

MODEL

AWIA S12 DC

Cooling / heating capacity

kW

up to 3,7 / 3,9

m³/h

250-410-480-600

Size

A

Air flowrate I.U. (sl.-l.-m.-h.)
Deumidification

l/h

1,5

Fan speed

n°

Auto + 3 by remocon

Sound pressure I.U. (sl.-l.-m.-h.)
Power supply
Power input

dB(A)

21-29-36-39

V/Ph/Hz

230/1/50

kW

0,012

Motor type

DC Motor Inverter

Liquid pipe diameter

mm (")

6,35(1/4")

Gas pipe diameter

mm (")

9,52(3/8")

Net weight I.U.
Net dimensions I.U. (H./W./D./D. I.U. built-in)

kg

10,5

mm

305x895x195/110

Control
Temperature setting range

Infrared and/or wired
°C

+10 a +32

Active carbon filter

NO

TiO2 filter

YES

Relative humidity sensor

NO
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